
 

 

ShalePumps 
SP-2200L HIGH PERFORMANCE TRIPLEX 

CONTINUOUS DUTY PUMP PERFORMANCE CHART 

 

SP-2200L 
High Performance 

14” Stroke Triplex 

Strokes  
Per Min. 120 110 100 90 80 70 

Input HP** 2200 2017 1833 1650 1467 1283 

Plunger/Piston 
Size 

Discharge 
Pressure 
Rating 

Output  
Gal/Rev OUTPUT - Gallons Per Minute* 

8” 3,266 9.139 1097 1005 914 823 731 640 

7 ½” 3,716 8.033 964 884 803 723 643 562 

6” 4,266 6.997 840 770 700 630 560 490 

6 ½” 4,948 6.033 724 664 603 543 483 422 

6” 5,807 5.141 617 565 514 463 411 360 

5 ½” 6,911 4.320 518 475 432 389 346 302 

5” 7,500* 3.570 428 393 357 321 286 250 

*BASED ON 100% VOLUMETRIC EFFICIENCY; ** BASED ON 95% MECHANICAL EFFICIENCY 

 
 

Features 
MINIMUM WEIGHT/MAXIMUM PERFORMANCE WITH CONTINUOUS DUTY LIFE EXPECTANCY 

HIGH PERFORMANCE STEEL FABRICATED POWER END WITH STEEL HERRINGBONE GEARS 
ANTI-FRICTION ROLLER BEARINGS THROUGHOUT 

HIGH STRENGTH STRUCTURAL STEEL FRAMES 
FORGED STEEL ECCENTRIC CRANKSHAFT 

DOUBLE (REDUNDANT) FAILSAFE INTERNAL LUBE SYSTEM 
METAL TO METAL LINER LOCK 

HIGH CAPACITY LINER WASH SYSTEM 
 
 

Classification  General Duty 
INPUT HORSEPOWER RATING………………….…….……………………  2200 

PUMP SPEED………………………………………….…….………………… 120 

STROKE LENGTH…………………………………………….…………………. 14” 

MAXIMUM PISTON SIZE……………………………………………………… 8” 

FLUID END WORKING PRESSURE RATING….…………………………… 7500 PSI  

PISTON ROD END………………………………………………………………. SA-4 

DISCHARGE CONNECTION SIZE…………………………………………… 5” FLANGE 

SUCTION CONNECTION SIZE………………..……..………………………… 12” FLANGE  

CRANKCASE OIL CAPACITY…………………………………………………. 165 GALLONS  

LINERWASH CAPACITY………………………………………………………. 80 GALLONS 

WEIGHT…………………………………………………………………………. 61,250 LBS 

INTERNAL GEAR RATIO…..………………………….……………………….. 4.84:1  

  

  

 



 

 

ShalePumps 
SP-2200L HIGH PERFORMANCE TRIPLEX 

CONTINUOUS DUTY PUMP PERFORMANCE CHART 

 

SP-2200L 
High Performance 

15” Stroke Triplex 

Strokes  
Per Min. 120 110 100 90 80 70 

Input HP** 2200 2017 1833 1650 1467 1283 

Plunger/Piston 
Size 

Discharge 
Pressure 
Rating 

Output  
Gal/Rev OUTPUT - Gallons Per Minute* 

8” 3,049 9.792 1175 1077 979 881 783 685 

7 ½” 3,469 8.606 1033 947 861 775 689 602 

6” 3,982 7.497 900 825 750 675 600 525 

6 ½” 4,618 6.464 776 711 646 582 517 452 

6” 5,420 5.508 661 606 551 496 441 486 

5 ½” 6,450 4.628 555 509 463 417 370 324 

5” 7,500* 3.825 459 421 383 344 306 268 

*BASED ON 100% VOLUMETRIC EFFICIENCY; ** BASED ON 95% MECHANICAL EFFICIENCY 

 
 

Features 
MINIMUM WEIGHT/MAXIMUM PERFORMANCE WITH CONTINUOUS DUTY LIFE EXPECTANCY 

HIGH PERFORMANCE STEEL FABRICATED POWER END WITH STEEL HERRINGBONE GEARS 
ANTI-FRICTION ROLLER BEARINGS THROUGHOUT 

HIGH STRENGTH STRUCTURAL STEEL FRAMES 
FORGED STEEL ECCENTRIC CRANKSHAFT 

DOUBLE (REDUNDANT) FAILSAFE INTERNAL LUBE SYSTEM 
METAL TO METAL LINER LOCK 

HIGH CAPACITY LINER WASH SYSTEM 
 
 

Classification  General Duty 
INPUT HORSEPOWER RATING………………….…….……………………  2200 

PUMP SPEED………………………………………….…….………………… 120 

STROKE LENGTH…………………………………………….…………………. 15” 

MAXIMUM PISTON SIZE……………………………………………………… 8” 

FLUID END WORKING PRESSURE RATING….…………………………… 7500 PSI  

PISTON ROD END………………………………………………………………. SA-4 

DISCHARGE CONNECTION SIZE…………………………………………… 5” FLANGE 

SUCTION CONNECTION SIZE………………..……..………………………… 12” FLANGE  

CRANKCASE OIL CAPACITY…………………………………………………. 165 GALLONS  

LINERWASH CAPACITY………………………………………………………. 80 GALLONS 

WEIGHT…………………………………………………………………………. 61,250 LBS 

INTERNAL GEAR RATIO…..………………………….……………………….. 4.84:1  

  

  

 


